AT&T PARTNER 206 R1.0 CONTROL UNIT (BABY PARTNER) (6060-CU1)

Introduced to the Partner family (October 1990)

Maximum system conygurations: 4 outside lines x 12 stations

The Partner 206 control unit (standalone) is equipped with 2 lines x 6 stations
(extension jack is a modular connector for the ease of installation) and can be
expanded to 4 lines x 12 stations using a Bridging adapter and an additional 206
module. The Partner 206 control unit can also be used as an expansion module
for all releases of Partner, Partner Plus, Partner Il, Partner ACS and Partner
Endeavor release 2.

]
Features:
v Abbreviated ringing v Drop ==
v Automatic line selection v Speed dial (20)
. Line ringing v Loudspeaker pager connection ﬂ'
.~ Outgoing call restriction though co line IF '

Pbx-Centrex mode
Standard telecom device compatible
Privacy
Last number redial
v Recall
v’ Conference

Voicemail Capabilities:
Not supported.

Hardware Compatibilities:

Modules:

System is compatible with the following modules using a Bridging Adapter:
v 206E R1, R2, R3, R3.1

v/ 206EC R3, R3.1, R4.1 (Caller ID not supported)

v 200E R2, R3.1

Compatible as an expansion module with all releases of Partner Plus,
Partner I, Partner, Partner ACS and Partner Endeavor release 2.

Telephone sets:

System is compatible with the following telephone sets
(Does NOT support display)
All phones below will function normally without display capabilities.

v MLS-6 v Partner 6 button v Partner 6D (series Il)
v MLS-12 v Partner 18 button v Partner 18D (series II)
v MLS-12D v Partner 18D v MLS-18D

Single line sets (LED message waiting light only supported — no neon message
waiting lights supported)



