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PARTNER Messaging, available in a 2-, 4-, or 6-port configuration, is an 
embedded voice messaging system housed in a module (circuit pack) that plugs 
into the Partner system carrier (occupies 1 slot in a carrier). It replaces the Partner 
Mail VS system, and adds substantial additional features. Partner Messaging 
supports 3 languages, two of which can be active. The disk has 100 hours of 
recording capacity, and supports up to 200 mailboxes, with up to 120 messages, 
180 minutes per mailbox, administrable on a per mailbox basis. Users can record 
their personal phone calls using Record-a-Call up to 60 minutes in length. There 
are 4 Auto Attendants, and Day/Night mode operation.

All features of Partner Messaging release 1.0

Uniýed Messaging Application is a software application that interfaces between 
PARTNER Messaging and email servers (Microsoft Exchange servers and SMTP 
servers). The Unified Messaging Application receives PARTNER Messaging 
voice mail messages and forwards them to the email server(s) so that users can 
access their voice messages from their email account. Users can view these 
voice mail messages as they would normally view their email messages using 
any email client (for example, Microsoft Outlook for an Exchange email server, 
and Yahoo mail or AOL mail for SMTP email servers). The mail messages have 
attached .WAV files that the users can play using an audio player on their PC.

Message Enhancement - Improved message playback and review speed, 
auto copy, adjust message retrieval order, preview messages, change message 
status, return to previous message, heard last played message, speed up and 
slow down playback, designate phantom mailboxes,

Compatibility:
Partner plus R3.1 or higher
Partner II R3.1 or higher
Partner Endeavor all releases
Partner ACS all releases
Upgradable to Messaging 7.0 with upgrade flash card

Features:


